4GH/8CH WIFI SMART NVR
SEGURITY SYSTEM

with Gwell NVR and 4/8 Outdoor Night Vision WiFi Cameras

Unifore's IP surveillance camera system is specially designed to secure the
residence and small businesses such as grocery stores, pharmacies and other small
shops, using four/eight WiFi network cameras and one WiFi NVR.

» Unique WiFi hotspot technology, all WiFi cameras can connect to the WiFi NVR
directly, don't require using a network switch/router. True plug&play experience, no
complex WiFi configuration.

» Adopting 802.11 b/g/n standard, up to 300Mbps bandwidth, 1TT1R Mimo antenna
design, covering up to 400 square meters space.

» Four/Eight WiFi cameras can capture 720p/960p HD video, with IR-CUT
filter to provide true day/night image, up to 30 meters IR range, suitable for
indoor&outdoor installation.

« 4CH/8CH NVR used for network video recording and storage, supports remotely
view through smartphones by using the popular Yoosee App.



Real Plug&Play with WiFi Hotspot Technology

The NVR kit has 4/8 channels that can connect
to 4/8 cameras, enabling multiple video views at
a single time. The NVR has a WiFi module built-
in, it can directly connect with all 4/8 WiFi IP
cameras. No WiFi configuration, just connecting
the power supply for the WiFi cameras, video will
automatically show up, you don't have to be a
tech savvy to understand it. For local monitoring
and video recording, you don't even need to use
a router/network switch.

960P/720P HD Video Previewing & Recording

Experience superb image quality with a resolution
of 720p (1.0-megapixel) or 960p (1.3-megapixel),
which is three times better than standard analog
cameras. Not only are the images sharper, the
angles are wider, and more detall is captured. Via
the HDMI interface, the crisp video footage can
be shared with any HDMI compatible monitor,
;cl'Vdetc for a professional viewing of all video
eeds.

Remotely Watch HD Video on Smartphone

You can access your NVR from your smartphone
with one click. Just download the free Yoosee
App on your phone. If the smartphone is in the
same LAN, the Yoosee will automatically discover
the NVR, or you can manually add the NVR either
by input the device ID and password, or scan the
QR code on NVR's wizard.

Indoor/outdoor Day/Night Surveillance

The included WIFi cameras adopt the IP67
weatherproof design, suitable for both indoor/
outdoor installation. The camera has an IR-
CUT filter built-in, can provide true day/night
video, meanwhile it has 36pcs black Infrared
illuminators, enabling the camera to see up to
30 meters, even in low illumination environment,
the image still keeps HD, sharp and clear.



NVR-4720P(WiFi)

4 Channel 720p HD WiFi NVR System

Package Includes:

(1) Gwell GW-NW4 4CH HD Smart WiFi NVR

(4) GW1012K3-D Outdoor 720p WiFi IR Camera

(4) 12V DC 1.5A AC/DC Adapter for Security Camera
(1) 12V DC 2A AC/DC Adapter for NVR

(4) Detachable WiFi Antenna for Security Camera

(1) USB 2.0 Mouse

(1) Ethernet Cable

(4) Installation Screws for Security Camera

NVR-4960P(WiFi)
4 Channel 960p HD WiFi NVR System

Package Includes:

(1) Gwell GW-NW4 4CH HD Smart WiFi NVR

(4) GW1312K3-D Outdoor 960p WiFi IR Camera

(4) 12V DC 1.5A AC/DC Adapter for Security Camera
(1) 12V DC 2A AC/DC Adapter for NVR

(4) Detachable WiFi Antenna for Security Camera

(1) USB 2.0 Mouse

(1) Ethernet Cable

(4) Installation Screws for Security Camera

NVR-8720P(WiFi)
8 Channel 720p HD WiFi NVR System

Package Includes:

(1) Gwell GW-NW8 8CH HD Smart WiFi NVR

(8) GW1012K3-D Outdoor 720p WiFi IR Camera

(8) 12V DC 1.5A AC/DC Adapter for Security Camera
(1) 12V DC 2A AC/DC Adapter for NVR

(8) Detachable WiFi Antenna for Security Camera

(1) USB 2.0 Mouse

(1) Ethernet Cable

(8) Installation Screws for Security Camera

NVR-8960P(WiFi)
8 Channel 960p HD WiFi NVR System

Package Includes:

(1) Gwell GW-NW8 8CH HD Smart WiFi NVR

(8) GW1312K3-D Outdoor 960p WiFi IR Camera

(8) 12V DC 1.5A AC/DC Adapter for Security Camera
(1) 12V DC 2A AC/DC Adapter for NVR

(8) Detachable WiFi Antenna for Security Camera

(1) USB 2.0 Mouse

(1) Ethernet Cable

(8) Installation Screws for Security Camera



Technical Parameter

NVR | GW-NW4 | GW-NWS
Image
Processor Hisilicon Hi3520D Dual-Core SoC
IP Camera Input 4-Channel 720p/960p 8-Channel 720p/960p
. VGA/HDMI
Video Output 1024x728;1366x768/;1440x900;1920x1080
Video Standard 1280*720 (25/30fps) 1920*1080 (25/30fps)
Playback 4-Channel 720p/960p 4-Channel 720p/960p
WiFi Standard IEEE 802.11 b/g/n
Video Standard H.264/AVC H.264/AVC
WiFi Bandwidth Max. 300Mbps
Antenna 5dbi 1T1R Mimo Antenna
Storage 1x SATA 2.0 Port
Storage Capacity Max. 4/6TB
Ethernet 1x RJ45 10/100Mbps Self-adaptive port
Compatibility G1 Protocol, ONVIF (version 2.4) Profile S
Power Consumption <5W (not include HDD)
Power Supply 12V DC 2A
Dimension 260mm (L)x210mm(W)x42mm(H)
Camera | GW1012K3-D | GW1312K3-D
Effective Pixel 1.0-Megapixel 1.3-Megapixel
Processor Grain Media GM8135S
Sensor Type 1/4" Progressive Scan CMOS 1/3" Progressive Scan CMOS
Image Sensor SC1035/SC1045 SC1135/SC1145
Protocol Gwell G1, ONVIF 2.4 (Profile S)
Dual Stream Dual Stream
Video Stream 1280x720@25fps 1280x960@25fps
640x360@25fps 640x360@25fps
Resolution 1280x720 16:9 aspect ratio 1280x960 16:9 aspect ratio
Lens 3.6mm
Day/Night Auto/Color/Monochrome
Min. illumination Color: 0.1Lux; B/W: 0.01Lux
Infrared LEDs 36pcs F5 Black Infrared Illuminator
Night Vision Up to 30 meters
Power Supply 12V DC 1.5A
Power Consumption <6W
Ingress Protection IP67 Weatherproof
Installation indoor/outdoor
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