
1080P/720P AHD DVR/960H DVR
Total Security Solution



Model FHD-9004L FHD-9008L FHD-9016L
Operation System Linux

CPU Hi3520D Hi3521 Hi3531
Video System PAL/NTSC Switch Select-able

Input 4*BNC 8*BNC 16*BNC
Video Output VGA Output; HDMI Ouptput
Audio Input 4*RCA 4*RCA 2*RCA

Audio Output 1*RCA
Two-way Intercom Yes

Compression H.264
HDD 1* SATA HDD Bay, Max. 6TB

Recording Mode Manual/Schedule/Motion Detection/Alarm Trigger

Camera Resolution
960P
720P
960H

960P
720P
960H

1080P
960P
720P
960H

Recording Resolution 4CH 1280x720 8CH 1280x720 16CH 960x1080
Frame Rate 100fps 200fps 240fps

AHD Version AHD-M (1.0) AHD-M (1.0) AHD-NH (2.0)
Motion Detection 8*8 Grid; Multi-level sensitivity adjustable

Search Time, Event, Channels, Calendar
Remote IE Browser, CMS, Android, iPhone

Network Protocols TCP/IP, UDP, HTTP, DDNS, SMTP, DHCP, PPPoE, RTSP
Ethernet 10/100Mbps Self-adaptive RJ45
RS485 PELCO-D/PELCO-P

Power Supply 12V DC 2A Adapter
Power consumption >=5 ~ 10W (Exclude HDD)

Features
• Support AHD/analog video input
• H.264 dual-stream video compression
• All channel max. 1080P/720P recording
• HDMI/VGA simultaneous video output
• 1/4/8 channel synchronous playback
• ONVIF Version 2.4 compliant
• Free Android/iPhone App
• Support 1 SATA HDD up to 6TB, 2 USB 2.0

Full HD 1080p/720p AHD DVR - 1 HDD BayMODEL: FHD-9004L/8L/16L

Model FHD-9104L FHD-9108L FHD-9108H
Operation System Linux

CPU Hi3520D Hi3521 Hi3521A
Video System PAL/NTSC Switch Select-able

Input 4*BNC 8*BNC 8*BNC
Video Output VGA Output; HDMI Ouptput
Audio Input 4*RCA 4*RCA 4*RCA

Audio Output 1*RCA
Two-way Intercom Yes

Compression H.264
HDD 1* SATA HDD Bay, Max. 6TB

Recording Mode Manual/Schedule/Motion Detection/Alarm Trigger

Camera Resolution
960P
720P
960H

960P
720P
960H

1080P
960P
720P
960H

Recording Resolution 4CH 1280x720 8CH 1280x720 8CH 1920x1080
Frame Rate 100fps 200fps 96fps

AHD Version AHD-M (1.0) AHD-M (1.0) AHD-H (2.0)
Motion Detection 8*8 Grid; Multi-level sensitivity adjustable

Search Time, Event, Channels, Calendar
Remote IE Browser, CMS, Android, iPhone

Network Protocols TCP/IP, UDP, HTTP, DDNS, SMTP, DHCP, PPPoE, RTSP
Ethernet 10/100Mbps Self-adaptive RJ45
RS485 PELCO-D/PELCO-P

Power Supply 12V DC 2A Adapter
Power consumption >=5 ~ 10W (Exclude HDD)

Features
• Support AHD/analog video input
• H.264 dual-stream video compression
• All channel max. 1080P/720P recording
• HDMI/VGA simultaneous video output
• 1/4/8 channel synchronous playback
• ONVIF Version 2.4 compliant
• Free Android/iPhone App
• Support 1 SATA HDD up to 6TB, 2 USB 2.0

Full HD 1080p/720p AHD DVR - 1 HDD BayMODEL: FHD-9104L/8L/8H



Model FHD-9504L FHD-9508L FHD-9516L
Operation System Linux

CPU Hi3520D Hi3521 Hi3531
Video System PAL/NTSC Switch Select-able

Input 4*BNC 8*BNC 16*BNC
Video Output VGA Output; HDMI Ouptput
Audio Input 4*RCA 4*RCA 2*RCA

Audio Output 1*RCA
Two-way Intercom Yes

Compression H.264
HDD 2* SATA HDD Bay, Max. 12TB

Recording Mode Manual/Schedule/Motion Detection/Alarm Trigger

Camera Resolution
960P
720P
960H

960P
720P
960H

1080P
960P
720P
960H

Recording Resolution 4CH 1280x720 8CH 1280x720 16CH 960x1080
Frame Rate 100fps 200fps 240fps

AHD Version AHD-M (1.0) AHD-M (1.0) AHD-NH (2.0)
Motion Detection 8*8 Grid; Multi-level sensitivity adjustable

Search Time, Event, Channels, Calendar
Remote IE Browser, CMS, Android, iPhone

Network Protocols TCP/IP, UDP, HTTP, DDNS, SMTP, DHCP, PPPoE, RTSP
Ethernet 10/100Mbps Self-adaptive RJ45
RS485 PELCO-D/PELCO-P

Power Supply 12V DC 2A Adapter
Power consumption >=5 ~ 10W (Exclude HDD)

Features
• Support AHD/analog video input
• H.264 dual-stream video compression
• All channel max. 1080P/720P recording
• HDMI/VGA simultaneous video output
• 1/4/8 channel synchronous playback
• ONVIF Version 2.4 compliant
• Free Android/iPhone App
• Support 2 SATA HDD up to 12TB, 2 USB 2.0

Full HD 1080p/720p AHD DVR - 2 HDD BaysMODEL: FHD-9504L/8L/16L

Model FHD-9408L FHD-9416L
Operation System Linux

CPU Hi3521A Hi3531
Video System PAL/NTSC Switch Select-able

Input 8*BNC 16*BNC
Video Output VGA Output; HDMI Ouptput
Audio Input 4*RCA 6*RCA

Audio Output 1*RCA
Two-way Intercom Yes

Compression H.264
HDD 2* SATA HDD Bay, Max. 12TB

Recording Mode Manual/Schedule/Motion Detection/Alarm Trigger

Camera Resolution

1080P
960P
720P
960H

1080P
960P
720P
960H

Recording Resolution 8CH 960x1080 16CH 960x1080
Frame Rate 200ps 240fps

AHD Version AHD-NH (2.0) AHD-NH (2.0)
Motion Detection 8*8 Grid; Multi-level sensitivity adjustable

Search Time, Event, Channels, Calendar
Remote IE Browser, CMS, Android, iPhone

Network Protocols TCP/IP, UDP, HTTP, DDNS, SMTP, DHCP, PPPoE, RTSP
Ethernet 10/100Mbps Self-adaptive RJ45
RS485 PELCO-D/PELCO-P

Power Supply 12V DC 2A Adapter
Power consumption >=5 ~ 10W (Exclude HDD)

Features
• Support AHD/analog video input
• H.264 dual-stream video compression
• All channel max. 1080P/720P recording
• HDMI/VGA simultaneous video output
• 1/4/8 channel synchronous playback
• ONVIF Version 2.4 compliant
• Free Android/iPhone App
• Support 2 SATA HDD up to 12TB, 2 USB 2.0

Full HD 1080p/720p AHD DVR - 2 HDD BaysMODEL: FHD-9404L/8L/8H



Model DVR-8004E DVR-8008E DVR-9016E
Operation System Linux

CPU Hi3520D Hi3520D Hi3521
Video System PAL/NTSC Switch Select-able

Input 4*BNC 8*BNC 16*BNC
Video Output VGA Output; HDMI Ouptput
Audio Input 4*RCA 4*RCA 2*RCA

Audio Output 1*RCA
Two-way Intercom Yes

Compression H.264
HDD 1* SATA HDD Bay, Max. 6TB

Recording Mode Manual/Schedule/Motion Detection/Alarm Trigger
Camera Resolution D1/960H D1/960H D1/960H

Recording Resolution 4CH 960x480
4CH 960x576

8CH 960x480
8CH 960x576

16CH 960x480
16CH 960x576

Frame Rate N/A
USB 2* USB 2.0

Motion Detection 8*8 Grid; Multi-level sensitivity adjustable
Search Time, Event, Channels, Calendar
Remote IE Browser, CMS, Android, iPhone

Network Protocols TCP/IP, UDP, HTTP, DDNS, SMTP, DHCP, PPPoE, RTSP
Ethernet 10/100Mbps Self-adaptive RJ45
RS485 PELCO-D/PELCO-P

Power Supply 12V DC 2A Adapter
Power consumption >=5 ~ 10W (Exclude HDD)

Features
• Support D1/960H analog video input
• H.264 dual-stream video compression
• All channel max. 960H recording
• HDMI/VGA simultaneous video output
• 1/4/8 channel synchronous playback
• ONVIF Version 2.4 compliant
• Free Android/iPhone App
• Support 1 SATA HDD up to 6TB, 2 USB 2.0

D1/960H Digital Video Recorder - 1 HDD BayMODEL: DVR-8004E/8E/16E

D1/960H Digital Video Recorder - 1 HDD BayMODEL: DVR-9104E/8E/16H

Model DVR-9104E DVR-9108E DVR-9116H
Operation System Linux

CPU Hi3520D Hi3520D Hi3521
Video System PAL/NTSC Switch Select-able

Input 4*BNC 8*BNC 16*BNC
Video Output VGA Output; HDMI Ouptput
Audio Input 4*RCA 4*RCA 2*RCA

Audio Output 1*RCA
Two-way Intercom Yes

Compression H.264
HDD 1* SATA HDD Bay, Max. 6TB

Recording Mode Manual/Schedule/Motion Detection/Alarm Trigger
Camera Resolution D1/960H D1/960H D1/960H

Recording Resolution 4CH 960x480
4CH 960x576

8CH 960x480
8CH 960x576

16CH 960x480
16CH 960x576

Frame Rate N/A
USB 2* USB 2.0

Motion Detection 8*8 Grid; Multi-level sensitivity adjustable
Search Time, Event, Channels, Calendar
Remote IE Browser, CMS, Android, iPhone

Network Protocols TCP/IP, UDP, HTTP, DDNS, SMTP, DHCP, PPPoE, RTSP
Ethernet 10/100Mbps Self-adaptive RJ45
RS485 PELCO-D/PELCO-P

Power Supply 12V DC 2A Adapter
Power consumption >=5 ~ 10W (Exclude HDD)

Features
• Support D1/960H analog video input
• H.264 dual-stream video compression
• All channel max. 960H recording
• HDMI/VGA simultaneous video output
• 1/4/8 channel synchronous playback
• ONVIF Version 2.4 compliant
• Free Android/iPhone App
• Support 1 SATA HDD up to 6TB, 2 USB 2.0



Model DVR-9204EL DVR-9208EL DVR-9216H
Operation System Linux

CPU Hi3520D Hi3520D Hi3521
Video System PAL/NTSC Switch Select-able

Input 4*BNC 8*BNC 16*BNC
Video Output VGA Output; HDMI Ouptput
Audio Input 4*RCA 4*RCA 2*RCA

Audio Output 1*RCA
Two-way Intercom Yes

Compression H.264
HDD 2* SATA HDD Bay, Max. 12TB

Recording Mode Manual/Schedule/Motion Detection/Alarm Trigger
Camera Resolution D1/960H D1/960H D1/960H

Recording Resolution 4CH 960x480
4CH 960x576

8CH 960x480
8CH 960x576

16CH 960x480
16CH 960x576

Frame Rate N/A
USB 2* USB 2.0

Motion Detection 8*8 Grid; Multi-level sensitivity adjustable
Search Time, Event, Channels, Calendar
Remote IE Browser, CMS, Android, iPhone

Network Protocols TCP/IP, UDP, HTTP, DDNS, SMTP, DHCP, PPPoE, RTSP
Ethernet 10/100Mbps Self-adaptive RJ45
RS485 PELCO-D/PELCO-P

Power Supply 12V DC 2A Adapter
Power consumption >=5 ~ 10W (Exclude HDD)

Features
• Support D1/960H analog video input
• H.264 dual-stream video compression
• All channel max. 960H recording
• HDMI/VGA simultaneous video output
• 1/4/8 channel synchronous playback
• ONVIF Version 2.4 compliant
• Free Android/iPhone App
• Support 2 SATA HDD up to 12TB, 2 USB 2.0

D1/960H Digital Video Recorder - 2 HDD BaysMODEL: DVR-9204EL/8EL/16H

D1/960H Digital Video Recorder - 2 HDD BaysMODEL: DVR-9408E/16H/24E

Model DVR-9408E DVR-9416H DVR-9424E
Operation System Linux

CPU Hi3520D Hi3521 Hi3520A
Video System PAL/NTSC Switch Select-able

Input 8*BNC 16*BNC 24*BNC
Video Output VGA Output; HDMI Ouptput
Audio Input 8*RCA 6*RCA 8*RCA

Audio Output 1*RCA
Two-way Intercom Yes

Compression H.264
HDD 2* SATA HDD Bay, Max. 6TB

Recording Mode Manual/Schedule/Motion Detection/Alarm Trigger
Camera Resolution D1/960H D1 CIF

Recording Resolution 8CH 960x480
8CH 960x576

16CH 720x480
16CH 720x576 24CH 352x240

Frame Rate N/A
USB 2* USB 2.0

Motion Detection 8*8 Grid; Multi-level sensitivity adjustable
Search Time, Event, Channels, Calendar
Remote IE Browser, CMS, Android, iPhone

Network Protocols TCP/IP, UDP, HTTP, DDNS, SMTP, DHCP, PPPoE, RTSP
Ethernet 10/100Mbps Self-adaptive RJ45
RS485 PELCO-D/PELCO-P

Power Supply 12V DC 4A Adapter
Power consumption >=5 ~ 10W (Exclude HDD)

Features
• Support 960H/D1/CIF analog video input
• H.264 dual-stream video compression
• All channel max. 960H recording
• HDMI/VGA simultaneous video output
• 1/4/8 channel synchronous playback
• ONVIF Version 2.4 compliant
• Free Android/iPhone App
• Support 2 SATA HDD up to 12TB, 2 USB 2.0


